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CONSTRUCTION PLAN LEGEND

EXISTING BASE BUILDING CORE WALL, COLUMNS AND PERIMETER WALL TO REMAIN

NEW WALL TYPES. SEE 1/A-600.00.

GC IS TO FILL ANY HOLES, PATCH, REPAIR, SMOOTH AND PREP ALL EXISTING WALLS AND COLUMNS FOR NEW FINISH. IF
REQUIRED, GC IS TO LAMINATE OR FURR OUT WALLS TO ACHIEVE SMOOTH FINISH. (ANY NEW ADJACENT WALLS SHOULD ALIGN)

CONSTRUCTION PLAN NOTES
 1

 2

 3

X

EX

'X'    = DOOR TYPE, SEE DOOR SCHEDULE
'#'    = HARDWARE TYPE, SEE HARDWARE TYPE ON A-400.00
'##' = DOOR NUMBER

X #
##

##
XXX

SYMBOL DENOTES ELEVATION MARKER
'##'   =  DRAWINGS NUMBER
'XXX'  =  DRAWING PAGE

EXISTING DOOR & DOOR FRAME TO REMAIN. DOORS TO BE PATCHED/ REPAIRED TO LOOK NEW
AND PREPPED FOR PAINT. REPLACE W/ NEW IF REQUIRED.

GC IS TO PATCH, REPAIR, AND PREP EXISTING SLAB OR SUB-FLOOR FOR NEW BUILDING STANDARD FINISH.
GC IS TO FIRESTOP ALL PENETRATIONS THROUGH FLOOR/CEILING SLABS & FIRE RATED PARTITIONS WITH HILTI FS-ONE MAX SELF
FIRESTOP INTUMESCENT SEALANT OR APPROVED EQUAL, TO MAINTAIN EXISTING RATING. SEE FIRESTOPPING DETAILS ON SHEET A-700

RM
#### ROOM TAG

4

5

6

7

8

GC IS TO FURNISH AND INSTALL REQUIRED FIRE RATED PLYWOOD IN IT CLOSET. EXACT LOCATION TO BE
COORDINATED ON SITE WITH TENANT IT VENDOR

HATCH INDICATES NEW MILLWORK. NOTE: ALL MILLWORK WRITING SURFACES MUST HAVE A SECTION
THAT IS 30" LENGTH MINIMUM  AT 34" AFF FOR ADA COMPLIANCE

HATCH INDICATES AREAS WITH NO WORK

GC IS TO WATERPROOF FLOOR WITH LATICRETE 9235 AND 12" UP WALL WITH MEMBRANE WATERPROOFING SYSTEM
OR EQUAL WITHIN RESTROOMS, FLOORS TO BE LEVEL TO RECEIVE NEW FLOOR TILE. SEE DETAIL 3/A-500
GC IS TO VERIFY THAT EXISTING PLUMBING FIXTURES ARE IN GOOD WORKING ORDER. GC IS TO PROVIDE ALTERNATE
PRICE TO REPLACE EXISTING FIXTURES WITH NEW BUILDING STANDARD FIXTURES.

GC IS TO BUILD NEW MILLWORK PANTRY WITH P-LAM TOP & BOTTOM CABINETS, QUARTZ COUNTERTOP, & NEW ADA
COMPLIANT DROP IN SINK BY MOEN: #G201961BQ & FAUCET BY MOEN: #CHATEAU SINGLE HOLE 7423- CHROME FINISH.
PROVIDE BLOCKING AS REQUIRED

9 GC IS TO BUILD NEW MILLWORK P-LAM COUNTER WITH BOTTOM CABINETS. COORDINATE MILLWORK REQUIREMENTS
WITH TENANT. TO BE PRICED AS TENANT EXTRA

10
GC IS TO VERIFY WITH BUILDING MANAGEMENT REQUIRED CLEARANCE FOR ACCESS TO EXISTING RADIATORS AND
ADJUST ACCORDINGLY IF NOTED CLEARANCE IS NOT ENOUGH. GC IS TO LAY OUT TRACK FOR APPROVAL PRIOR TO
INSTALLATION

2

HARDWARE TYPE SCHEDULE

1

3

EX EXISTING DOOR TO REMAIN. GC IS TO BRING DOORS TO GOOD WORKING ORDER AND MAKE LOOK NEW. ANY DOORS THAT
CAN NOT BE MADE TO LOOK NEW ARE TO BE REPLACED WITH NEW TO MATCH EXISTING

A

DOOR TYPE SCHEDULE
DOOR TYPE AND HARDWARE SCHEDULE

B

NEW (2) 3'-0" X 7'-0"  SOLID CORE WOOD DOUBLE DOORS WITH CLEAR-STAINED MAPLE VENEER WITH 2" HOLLOW METAL
KNOCKDOWN FRAME. DOORS ARE TO BE 1 HR FIRE RTED

C

(1) NEW ENTRANCE LOCKSET BY SCHLAGE: #AL53 - SATURN STYLE  LEVER - 626 FINISH
(3) NEW BUTT HINGES BY STANLEY: FBB179 626 FINISH
(1) NEW FLOOR MOUNTED DOOR STOP BY IVES: #436-626 FINISH, OR SIMILAR
(1) NEW DOOR CLOSER BY LCN #4010 - MOUNTED ON ROOM SIDE - 626 FINIS
(3) NEW SILENCERS BY IVES: SR66, OR SIMILAR

(1) NEW PASSAGE SET BY SCHLAGE: #AL10, SATURN STYLE LEVER- 626 FINISH
(3) NEW BUTT HINGES BY STANLEY: FBB179 626 FINISH
(1) NEW SILENCERS BY IVES: SR66, OR SIMILAR
(1) NEW FLOOR MOUNTED DOOR STOP BY IVES: #436-626 FINISH, OR SIMILAR

(1) NEW ENTRANCE LOCKSET BY SCHLAGE: #AL53 - SATURN STYLE LEVER- 626 FINISH
(6) NEW BUTT HINGES BY STANLEY: FBB179 626 FINISH
(2) NEW DOOR CLOSER BY LCN #4010 - MOUNTED ON ROOM SIDE - 626 FINISH
(6) NEW SILENCERS BY IVES: SR66, OR SIMILAR
(1) NEW TOP & BOTTOM FLUSH BOLTS BY IVES: FB31P - 626 FINISH

NEW 3'-0" X 7'-0"  SOLID CORE WOOD DOOR WITH CLEAR-STAINED MAPLE VENEER WITH 2" HOLLOW METAL KNOCKDOWN FRAME.

NEW 2'-6" X 7'-0"  SOLID CORE WOOD DOOR WITH CLEAR-STAINED MAPLE VENEER WITH 2" HOLLOW METAL KNOCKDOWN FRAME

D NEW (2) 2'-6" X 7'-0"  SOLID CORE WOOD SLIDING DOOR WITH CLEAR-STAINED MAPLE VENEER

4
(1) NEW SET OF SLIDING DOOR HARDWARE TRACK BY HAFELE: 942.56.001
(2) NEW PULLS BY IVES: #222 - 626 FINISH

* AS PER WORKLETTER, ALL NEW DOORS EXCEPT ENTRANCE DOORS ARE TO RECEIVE
PASSAGE SETS. GC IS TO VERIFY WITH TENANT IF THERE ARE ANY OTHER DOORS
THAT REQUIRE LOCKS AND PROVIDE KEYING SYSTEM.

N.I.C.

11 GC IS TO FURNISH AND INSTALL NEW 3 PANE TRANSACTION WINDOW AT 42" AFF TO BOTTOM. COORDINATE WITH TENANT.
TO BE PRICED AS TENANT EXTRA

12 GC IS TO ENCLOSE ANY EXPOSED PIPES IN NEW GYP BD ENCLOSURE. COORDINATE WITH BUILDING MANAGEMENT IF
ACCESS IS REQUIRED AND PROVIDE NEW ACCESS PANEL. COORDINATE SIZE AND LOCATION WITH BUILDING MANAGEMENT

13 GC IS TO BUILD AND INSTALL NEW 12" DEEP MILLWORK P-LAM COUNTER WITH WITH INTERMEDIATE SUPPORTS AND
BLOCKING AS REQUIRED. COORDINATE EXACT SIZE WITH TENANT. SEE DETAIL 4/A-602 TO BE PRICED AS TENANT EXTRA

14 GC IS TO BUILD AND INSTALL NEW 6" DEEP MILLWORK P-LAM COUNTER WITH WITH INTERMEDIATE SUPPORTS AND
BLOCKING AS REQUIRED. COORDINATE EXACT SIZE WITH TENANT. SEE DETAIL 3/A-602. TO BE PRICED AS TENANT EXTRA

15 GC IS TO FURNISH AND INSTALL NEW 6"x27" LAMINATED GLASS VISION PANEL WITH ANODIZED BRONZE FINISH IN DOOR.
TO BE PRICED AS TENANT EXTRA

16 GC IS TO CLOSE UP EXISTING PORTION OF WALL WITH METAL STUD AND GYP BD. EACH SIDE TO ALIGN WITH ADJACENT
EXISTING WALL.

17 GC IS TO INCLUDE IN PRICE TO INSTALL NEW ADA COMPLIANT STANDALONE SINK FOR CONDENSATE LINE CONNECTION.
EXACT LOCATION TO BE VERIFIED IN FIELD

18 GC IS TO BUILD AND INSTALL NEW MILLWORK P-LAM WORKSTATION COUNTER WITH INTERMEDIATE SUPPORTS AS
REQUIRED. TO BE PRICED AS TENANT EXTRA

F
NEW 3'-0" X 7'-0"  SOLID CORE WOOD DOORS WITH CLEAR-STAINED MAPLE VENEER WITH 2" HOLLOW METAL KNOCKDOWN FRAME.
DOOR TO BE 1 HR FIRE RATED

5

(1) NEW STOREROOM SET BY SCHLAGE: #AL80, SATURN STYLE LEVER- 626 FINISH
(3) NEW BUTT HINGES BY STANLEY: FBB179 626 FINISH
(1) NEW SILENCERS BY IVES: SR66, OR SIMILAR
(1) NEW DOOR CLOSER BY LCN #4040 - MOUNTED ON ROOM SIDE - 626 FINISH
(1) NEW FLOOR MOUNTED DOOR STOP BY IVES: #436-626 FINISH, OR SIMILAR

6

(1) NEW PASSAGE SET BY SCHLAGE: #AL10, SATURN STYLE LEVER- 626 FINISH
(1) NEW OCCUPANCY INDICATOR DEADBOLT BY SCHLAGE: #B571 - 626 FINISH
(3) NEW BUTT HINGES BY STANLEY: FBB179 626 FINISH
(1) NEW SILENCERS BY IVES: SR66, OR SIMILAR
(1) NEW DOOR CLOSER BY LCN #4040 - MOUNTED ON ROOM SIDE - 626 FINISH
(1) NEW FLOOR MOUNTED DOOR STOP BY IVES: #436-626 FINISH, OR SIMILAR

19 GC IS TO CLOSE UP EXISTING WALL WITH CONCRETE. PATCH, SMOOTH AND FURR OUT WITH METAL STUD & 5/8" GYP BD

21 GC IS TO BUILD NEW WOOD 6" PLATFORM WITH WOOD FRAMING AND 3/4" PLYWOOD. PREP AND FINISH WITH NEW FLOOR FINISH

R EXISTING RELOCATED DOOR, DOOR FRAME & HARDWARE. DOORS TO BE PATCHED/ REPAIRED
TO LOOK NEW AND PREPPED FOR PAINT. REPLACE W/ NEW IF REQUIRED.

20 GC IS TO FURNISH AND INSTALL NEW 3'x3' SERVICE WINDOW

22 GC IS TO BUILD NEW ADA COMPLIANT WOOD RAMP AT A 1" PER 1' SLOPE. PREP AND FINISH WITH NEW FLOOR FINISH.
FURNISH AND INSTALL NEW 1-1/2" METAL PAINTED TUBE RAILINGS WITH 1' EXTENSIONS AT TOP AND BOTTOM.

G NEW 3'-0" X 7'-0"  SOLID CORE WOOD DOOR WITH F.R. WIRED VISION GLASS TO MATCH EXISTING IN SIZE WITH WELDED FRAME.
DOOR TO BE 2 HR FIRE RATED

7

(1) NEW PANIC EXIT DEVICE & LEVER TO MATCH EXISTING
(1) NEW DOOR CLOSER BY LCN #4040 - MOUNTED ON STAIR SIDE
(3) NEW BUTT HINGES BY STANLEY: FBB179 626 FINISH
(1) NEW FLOOR MOUNTED DOOR STOP BY IVES: #436-626 FINISH, OR SIMILAR

GC IS TO BUILD AND INSTALL NEW 24" DEEP MILLWORK P-LAM COUNTER WITH WITH INTERMEDIATE SUPPORTS AND
BLOCKING AS REQUIRED. 30" MIN. OF COUNTER TO BE INSTALLED AT 34" A.F.F FOR ADA COMPLIANCE. COORDINATE
HEIGHT OF REMAINDER WITH TENANT. TO BE PRICED AS TENANT EXTRA

DOOR ELEVATIONS
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Printer/ Scanner /Copier 
Make/Model - Xerox 
AltaLink C8045 
Dim (WxDxH) 5 ft x 2 ft 6 
in x 3 ft 10 in

CCTV

Plotter 
Make/Model - HP Design 
Jet T830 MFP 
Dim (WxDxH) 5 ft x 2 ft  x 
3 ft 10 in

Card 
Reader

CCTV

TV- Wall Mount 
Height- 5 Ft from Floor 
Level

WiFi

CCTV

TV- Wall Mount 
Height- 5 Ft from Floor 
Level

WiFi

CCTV

Printer/ Scanner /Copier 
Make/Model - Xerox 
VersaLink C7045 
Dim (WxDxH) 5 ft x 2 ft 3 
in x 3 ft 10 in

CCTV

Card 
Reader

CCTV
Card 
Reader


